
SPECIFICATIONS

RF Operational 
Characteristics:
Frequency range: 	 	 5.25 - 5.35 GHz and 5.75 - 5.85 GHz
Modulation:	 	 High Index BFSK
	 	 	 (optimized for interference rejection)
Carrier to interference: 	 3 dB 10-4 BER@-65 dBM
Data rate:   	 	 10 Mbps Multipoint
	 	 	 10 Mbps Backhaul
Operating range:  	 	 Up to 2 Miles with integrated antenna in 5.2Ghz
	 	 	 Up to 10 miles with passive reflector in 5.7GHz

Electrical:
Power supply:	 	 Power over Ethernet (POE)
	 	 	 24 VDC @ 0.3AMP (Active State)

Interface:		 	 RJ45 Auto Detect 10/100 BaseT—
	 	 	 Half / Full Duplex
	 	 	 Rate Auto Negotiated (802.3 Compliant)
Environmental:  
Operating temperature: 	 -30ºC to +55ºC (-40ºF to + 131ºF)
Operating humidity:  	 100% condensing
Wind survival:  	 	 190km/hour

Dimensions: 	 	 11.75”H x 3.4”W x 1.1”D, 3.4”D
	 	 	 (29.9cm x 8.6cm x 8.6cm) 

Weight:  		 	 0.5 Kg

HARDWARE

No FCC license is required for all components.

1008CK - Cluster Management Module   
Includes-
GPS receiver
Antenna for automatic AP synchronization
Built-in Ethernet switch
AC power supply for 6 Canopy AP Units and 2 Canopy BH Units

5200AP / 5700AP - Canopy AP Module
Measures 11.75” x 3.4” x 3.4”
10/100baseT Ethernet connection
UL-approved

5200SM / 5700SM - Canopy SM Module
Measures 11.75” x 3.4” x 3.4”
Single cable – standard RJ45, 8-pin Ethernet
Simple indoor AC adapter
UL-approved

5700BH - Canopy Backhaul Module
BH Unit @ 5.8 GHz, non-interfering with 5200AP to 5200SM link
10/100baseT Ethernet connection
UL-approved

300SS – Canopy Surge Supressor
Optional surge suppressor for Ethernet cable connection.
Outdoor mountable, and includes connection for a grounding tap.
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5.2 GHz: 		 	 FCC ID #: ABZ89FC3789 
5.7 GHz: 		 	 FCC ID #: ABZ89FC4816 
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